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single pole change over
socket PA red
fixed contact parts extrusion-coated
contact pairing Ag/Ag
terminals silver-plated
solder 6,5 long 30° angled
solder 9,5 long 45° angled

contact type: snap-action contact

life endurance mech:        1.000.000 pre-travel max  3,2
electr 2A resistance load: 200.000 over-travel min 0,7
              0,5A motor load: 200.000 movement differential max 0,9

Ruhestellung = free position Anschlussbohrung = terminal hole

Schaltpunkt = operating position Fixierbohrung = fixing hole

zul. Endstellung = total travel position allowed

2(0,5)/250~ µ

printed on packing:
2(0,5)/250~ +++ T 85 µ

MARQUARDT GMBH · D - 78604 RIETHEIM - WEILHEIM1010 1010
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Description of basic version

electrical rating and approval marks

printed(injected):

Product list snap action switches

1010.0101

types and terminal versions

solder terminal 6,5 with cam
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solder terminal 9,5  with cam
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angled with cam
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0101  x solder 6,5 0,25-0,60

0114  x solder 6,5 0,45-1,05 socket black  contacts gold-plated

0304  x solder 9,5 0,25-0,60 switch : G 01  µ

packing: G 01 corresponds to: µ
          2(0,5)/250~ 50 E3 T85
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0602 Y+ solder 9,5 0,45-1,05 socket white switch : µ
fixed contact parts not packing: 2(0,5)/250~ +++ T 85 µ

(47580) extrusion-coated
fixed contact part adjustable and
short travels and forces apply for Only replacement demand!
contact gap of approx. 0,3

0702 Y+ solder 9,5 0,45-1,05 socket black switch : G 01  µ
tension lever with injected

(02849) actuation cam in special version packing: G 01 corresponds to: µ
PA black           2(0,5)/250~ 50 E3 T85

free position max 1,4  above reference level
operating position 1,2±0,6 under reference level
total travel position allowed 2,5 under reference level

10

1404  x solder 6,5 0,25-0,60 socket 9,9 switch : µ
on both sides shortend packing: 2(0,5)/250~ +++ T 85 µ
fixed contact parts
not extrusion-coated 14.5
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1407  x  solder 6,5 0,45-1,05 like .1404 switch : µ
socket white packing: 2(0,5)/250~ +++ T 85 µ

2001  x solder 9,5 0,25-0,60 contacts gold-plated switch : G 01  µ

packing: G 01 corresponds to: µ
          2(0,5)/250~ 50 E3 T85
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2003  x solder 9,5 0,45-1,05 like .2001 switch : G 01  µ
socket black

packing: G 01 corresponds to: µ
          2(0,5)/250~ 50 E3 T85 10
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3001  x solder 6,5 0,25-0,60 tension lever with
injected
actuation cam pre-travel max  3,3
PA red over-travel min 0,5
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3901 solder 9,5 0,25-0,60 tension lever with switch : G 01  µ
injected
actuation cam packing: G 01 corresponds to: µ
PA red           2(0,5)/250~ 50 E3 T85

pre-travel max  3,3
over-travel min 0,5
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4101  x PCB 0,25-0,60 socket black switch: 2(0,5)/250~ µ
straight glass fibre reinforced

fixed contact parts packing: 2(0,5)/250~ 50 E3 T85 µ
not extrusion-coated
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4103  PCB 0,25-0,60 like .4101 switch: 2(0,5)/250~ µ
straight contacts gold-plated packing: 2(0,5)/250~ 50 E3 T85 µ

4402  x PCB 0,25-0,60 socket in other switch : µ
straight type white packing: 2(0,5)/250~ +++ T 85 µ

glass fibre reinforced free position max 4,1 above reference level
pre-travel max 3,4
operating position 1,3±0,6 above reference level
total travel position allowed above reference level3
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4502 Y+ P-I round 0,45-1,05 socket in special version black switch : without rating and type marking
ø 2,5 packing: 3/15 µ

(47580) silver-plated
(13355) free position max 6,4 above ref. lev. pre-travel max  3,6

operating position 3,4±0,6 above ref.lev. over-travel min 0,6
total travel position allowed 2,2 above ref. lev.

4703 Y+ P-I round 0,40-1,20 socket in special version black switch : without rating and type marking
ø 2,5 contact gap 0,2-0,6 packing: without rating marking

(47580) silver-plated fixed KoTräger
(13355) genietet blank free position max 6,4  above ref. lev. pre-travel max  3,6
(64581) operating position 3,4±0,6 above ref. lev. over-travel min 0,6

total travel position allowed 2,2  above reference level
                                        movement differential max   1,0
additional printing packing: 1 928 491 153

170 321
95066/003

4801 Y+ solder 6,5 0,25-0,60 socket shortend on both switch : µ
PCB side to 9,9 packing: 2(0,5)/250~ 50 E 3 T 85 µ

(06303) left fixed contact parts
angled not extrusion-coated

6.5

7.5

5.
3

5

4902 Y+ P-I 2,8 x0,8 0,40-1,20 socket in special version switch:   without rating and type marking
black glass fibre reinforced packing: without rating marking

(07458)
Only replacement free position max 6,4  above ref. lev. pre-travel max  3,4

demand! operating position 3,6±0,6 above ref. lev. over-travel min 0,8

total travel position allowed 2,2 above ref. lev.

additional marking switch: production month/-year
additional printing packing: 90 003 080

4921 Y+ P-I 2,8 x0,8 0,40-1,20 socket in special version switch:   without rating and type marking
black glass fibre reinforced packing: without rating marking

(47580)
Only replacement free position max 14,75 above ref. lev.
demand! operating position min 11,5 above ref. lev.

total travel position allowed 10,55 above ref. lev.
release position max 13,0 above reference level

4922 Y+ P-I 2,8 x0,8 0,40-1,20 socket in special version switch : without rating and type marking
nature glass fibre reinforced packing: without rating marking

(47580)
Only replacement free position max 14,75 above ref. lev.
demand! operating position min 11,5 above ref. lev.

total travel position allowed 10,55 above ref. lev.
release position max 13,0 above ref. lev.
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4941 Y+ P-I 2,8 x0,8 0,40-1,20 socket in special version switch:   without rating and type marking
black packing: without rating marking

(47580) glass shere reinforced additional printing packing: 17 0902
tension lever bent off

free position max 10,9 above reference level
operating position min 7,9 above reference level
total travel position allowed 6,4 above reference level
release position max 9,3 above reference level

4951 Y+ P-I 2,8 x0,8 0,40-1,20 NC socket in special version switch:   without rating and type marking
black glass fibre reinforced packing: without rating marking

(13240) contacts gold-plated
terminals tin-plated free position max 11,4  ab. ref. level pre-travel max  3,4

operating position 8,6±0,6 ab. ref. level over-travel min 0,8
total travel position allowed 7,2 ab. ref. level

4961 Y+ P-I 2,8 x0,8 0,40-1,20 NO socket in special version switch:   without rating and type marking
black glass fibre reinforced packing: without rating marking

(13240) at 500 mA 13,5V
life endurance 150.000 Zyklen free position max 9,65  ab. ref. level pre-travel max  3,4

operating position 6,85±0,6 ab. ref. level over-travel min 0,8
total travel position allowed 5,45 ab. ref. level

4962 Y+ P-I 2,8 x0,8 0,45-1,05 NO like .4961 switch:   without rating and type marking
socket PA Stanyl mobile contacts PdCu packing: without rating marking

(13240) at 1A bis 10A 13,5V  life endurance 150.000 Zyklen

4965 Y+ P-I 2,8 x0,8 0,45-1,05 NO like .4961 switch : without rating and type marking
socket PA nature glass fibre packing: without rating marking

(13240) reinforced contacts gold-plated
at 4 mA 13,5V
life endurance 150.000 Zyklen

5306  x PCB 0,45-1,05 socket eleven 
right glass fibre reinforced                        Do not offer any more!
angled contacts gold-plated                        Only replacement

tension lever                             demand !
bent off
bent down tounge free position max 4,1  ab. ref. level pre-travel max 3,4

operating position 1,3±0,6 ab. ref. level over-travel min 0,7
total travel position allowed ab.ref. level
additional printing packing: 2565 001 1003.
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6002  x PCB 0,45-1,05 socket nature glass switch : G 01  µ
vertical fibre reinforced

contacts gold-plated packing: G 01 corresponds to: µ
tension lever bent off              2(0,5)/250~ 50 E3 T85
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6003  x PCB 0,25-0,60 like .6002 switch : G 01  µ
vertical socket black glass fibre reinforced

contact pairing Ag/Ag packing: G 01 corresponds to: µ
                2(0,5)/250~ 50 E3 T85 10

7102  x solder 6,5 0,45-1,05 socket white switch: 2(0,5)/250~ µ
packing: 2(0,5)/250~ 50 E3 T85 µ

7152  x solder 6,5 0,45-1,05 tension lever with switch: 2(0,5)/250~ µ
injected actuation cam packing: 2(0,5)/250~ 50 E3 T85 µ
consisting of PA white
socket white

pre-travel max  3,3
over-travel min 0,5
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7154 solder 6,5 0,25-0,60 like .7152 switch: 2(0,5)/250~ µ
socket and actuation cam red packing: 2(0,5)/250~ 50 E3 T85 µ
actuation cam with hole
socket with 1 fixing hole ø 3,1
and 1 long hole 3,3 x 3,1

ø 2

7172  x solder 6,5 0,45-1,05 like .7152 switch: 2(0,5)/250~ µ
socket and actuation cam black packing: 2(0,5)/250~ 50 E3 T85 µ
contacts gold-plated

7254 solder 6,5 0,45-1,05 NO tension lever with injected switch: 2(0,5)/250~ µ
actuation cam consisting of packing: 2(0,5)/250~ 50 E3 T85 µ
PA white glass fibre
reinforced
socket white glass fibre pre-travel max  3,3
reinforced with impact over-travel min 0,5
shortend on both sides 
to 9,9
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7302  x solder 9,5 0,45-1,05 socket white switch : G 01  µ

packing: G 01 corresponds to: µ
                2(0,5)/250~ 50 E3 T85
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7305 solder 9,5 0,15-0,40 socket black glass fibre reinforced switch : G 01  µ

packing: G 01 corresponds to: µ
          2(0,5)/250~ 50 E3 T85 10

7332  x solder 9,5 0,45-1,05 socket green switch : G 05  µ
glass fibre reinforced
contact pairing packing: G 05 corresponds to: µ
AgCdO/AgCdO                 10(3)/250~ 10 E3 T85
life endurance mech:
                              100.000
life endurance electr:
                                10.000
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7333 solder 9,5 0,70-1,50 socket green glass fibre reinforced switch : G 01  µ
contact pairing AgCdO/AgCdO
tongue CuAg packing: G 01 corresponds to: µ
life endurance mech: 50.000                2(0,5)/250~ 50 E3 T85 

free position max 1,0 ab. ref. level pre-travel max 3,8
movement diff. max 1,0

10

7352  x solder 9,5 0,45-1,05 socket white switch : G 01  µ
tension lever with
injected packing: G 01 corresponds to: µ
actuation cam PA white           2(0,5)/250~ 50 E3 T85

pre-travel max  3,3
over-travel min 0,52.
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7401  x solder 9,5 0,25-0,60 NO socket red glass fibre switch : G 01  µ
reinforced with impact

packing: G 01 corresponds to: µ
                2(0,5)/250~ 50 E3 T85 10

7402  x solder 9,5 0,45-1,05 NO like .7401 switch : G 01  µ
socket white glass fibre reinforced

packing: G 01 corresponds to: µ
                2(0,5)/250~ 50 E3 T85 10

7403 Y+ solder 9,5 0,45-1,05 NO like .7401 switch :  2(0,5)/250~ µ
socket PA white packing: 2(0,5)/250~ 50 E3 T85 µ

(47580) without impact

7503  x solder 6,5 0,45-1,05 NC socket white glass fibre switch :  2(0,5)/250~ µ
with impact shortend on packing: 2(0,5)/250~ 50 E3 T85 µ
both sides to 9,9

7601 solder 9,5 0,25-0,60 NC socket red glass fibre reinforced switch : G 01  µ
with impact

packing: G 01 corresponds to: µ
               2(0,5)/250~ 50 E3 T85 10

7602 solder 9,5 0,45-1,05 NC like .7601 switch : G 01  µ
socket white glass fibre reinforced

packing: G 01 corresponds to: µ
               2(0,5)/250~ 50 E3 T85 10

7603 solder 9,5 0,25-0,60 NC like .7601 switch : G 01  µ
socket with 1 fixing hole ø 2,6
and 1 hole a longside 2,6 x 3,0 packing: G 01 corresponds to: µ

               2(0,5)/250~ 50 E3 T85 10

7605 solder 9,5 0,45-1,05 NC like .7601 switch : G 01  µ
socket white glass fibre reinforced
with 2 round holes ø 2,1 packing: G 01 corresponds to: µ

               2(0,5)/250~ 50 E3 T85 10

7655 Y solder 9,5 0,45-1,05 NC socket white glass fibre reinforced with impact switch : G 01  µ
tension lever with injected

(56530) actuation cam PA white glass packing: G 01 corresponds to: µ
 fibre reinforced socket with           2(0,5)/250~ 50 E3 T85
1 fixing hole ø 3,1 and 1 hole a longside  3,3 x 3,1

free position max  3,6 ab. ref. level pre-travel max  3,3
operating position 0,9±0,6 ab. ref. level over-travel min 0,5
total travel position allowed 0,2 under ref. level

10

8102  x PCB 0,45-1,05 socket white glass fibre switch  : 2(0,5)/250~ µ
straight reinforced packing: 2(0,5)/250~ 50 E3 T85 µ

fixed contact parts
not extrusion-coated
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8103 PCB 0,45-1,05 like .8102 fixed contact parts switch :  2(0,5)/250~ µ
straight adjustable socket eleven glass fibre packing: 2(0,5)/250~ 50 E3 T85 µ

reinforced   contacts gold-plated travel and force for contact gap ca. 0,3
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8502  x PCB 0,45-1,05 socket white glass switch : G 01  µ
vertical fibre reinforced

packing: G 01 corresponds to: µ
          2(0,5)/250~ 50 E3 T85
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9003  PCB 0,45-1,05 NO socket nature (brown) glass fibre reinforced switch : G 04  µ          
right socket- and terminal distance           R 5   �         
angled according to VDE

tongue Stol 77 packing: G 04 corresponds to: µ
life endurance mech: 100.000           2(0,5)/250~ 50 E3 T85
                       electr:  50.000           6(2)/250~    25 E3 T85                

          R 5 �

free position max 6,6 pre-travel max 3,4
operating position 3,8 ± 0,6 over-travel min1,2
total travel position allowed 2,0

10

9052   PCB 0,45-1,05 NO socket white glass fibre   switch : G 04  µ
right reinforced
angled socket- and terminal distance   packing: G 04 corresponds to: µ

according to VDE   2(0,5)/250~ 50 E3 T85
tension lever with   6(2)/250~    25 E3 T85
injected actuation cam
PA white glass fibre reinforced pre-travel max 3,4
tongue Stol 77 over-travel min1,2
life endurance mech: 100.000       
electr:  50.000

Bze

3.
3

4.
5

1.
75

4

4.25 7.5
1.15

11.5
ø 1.78

17.15

5.
1

zu
l. 

E
nd

st
el

lu
ng

R
uh

es
te

llu
ng

S
ch

al
tp

un
kt

6.
9
±0

.6

≤9
.7

45.
5

4.
8

1 2.
2

ø 1.78 +0.1

+0.1Anschlußloch ø1.3
Fixierloch   ø1.6

7.5 4.25

4

11.5

4

1.
75

10

9152  x PCB left 0,45-1,05 tension lever with injected switch  : 2(0,5)/250~ µ
angled actuation cam PA white packing: 2(0,5)/250~ 50 E3 T85 µ

glass fibre reinforced
socket white glass fibre 
reinforced
Do not offer 
any more!
alternative version:
1010.9752 free position max 7,2 ab. ref. level pre-travel max  3,4

operating position 4,4 ± 0,6 ab. ref. level over-travel min 0,5
total travel position allowed 3,3 ab. ref. level
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9541 PCB left 0,25-0,60 NC socket green glass       switch  : 2(0,5)/250~ µ
angled fibre reinforced       packing: 2(0,5)/250~ 50 E3 T85 µ

with impact
tension lever bent off      Do not offer any more !
contact pairing
AgCdO/AgCdO pre-travel max 3,4

over-travel min 0,7
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9705  x PCB left 0,45-1,05 socket white glass fibre switch : G 04  µ
angled reinforced

socket- and terminal packing: G 04 corresponds to: µ
distance according to 2(0,5)/250~ 50 E3 T85
VDE 6(2)/250~    25 E3 T85
tongue 0,15 thick
tension lever abgebogen
contacts gold-plated pre-travel max 3,4
life endurance mech: 
                              100.000       
                    electr: 50.000
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9752  x PCB left 0,45-1,05 socket white glass fibre switch : G 04  µ
angled reinforced  

socket- and terminal packing: G 04 corresponds to: µ
distance according to 2(0,5)/250~ 50 E3 T85
VDE 6(2)/250~    25 E3 T85
tension lever with injected
actuation cam PA white pre-travel max 3,4
glass fibre reinforced over-travel min1,0
tongue 0,15 thick
tension lever bent off
life endurance mech: 100.000
                         electr: 50.000
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9754 PCB 0,45-1,05 like .9752 switch : G 04  µ
right contacts gold-plated
angled packing: G 04 corresponds to: µ
3,3 long           2(0,5)/250~ 50 E3 T85

          6(2)/250~    25 E3 T85

pre-travel max  3,4
over-travel min 1,0
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9802  x PCB 0,45-1,05 socket white glass fibre switch : G 04  µ
right reinforced  
angled socket- and terminal packing: G 04 corresponds to: µ

distance according to 2(0,5)/250~ 50 E3 T85
VDE 6(2)/250~    25 E3 T85
tongue 0,15 thick
tension lever bent off pre-travel max 3,4
life endurance mech: over-travel min 1,2
                             100.000
                   electr: 50.000
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9803 PCB 0,45-1,05 like .9802 switch : G 04  µ
right
angled packing: G 04 corresponds to: µ

          2(0,5)/250~ 50 E3 T85
          6(2)/250~    25 E3 T85 

operating position 3,8 ± 0,4 pre-travel max  3,2
total travel position allowed 1,2 over-travel min 2,2

10
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9852  x PCB 0,45-1,05 socket white glass fibre reinforced switch : G 04  µ
right socket- and terminal
angled distance according to packing: G 04 corresponds to: µ

VDE 2(0,5)/250~ 50 E3 T85
tension lever with 6(2)/250~    25 E3 T85
injected actuation cam
PA white glass fibre reinforced pre-travel max  3,4
tongue bent down over-travel min 1,0
0,15 thick
life endurance mech: 100.000
                           electr: 50.000
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9854 Y+ PCB 0,45-1,05 like .9852 switch : G 04  µ
right contacts gold-plated

(87500) angled packing: G 04 corresponds to: µ
3,3 long           2(0,5)/250~ 50 E3 T85

          6(2)/250~    25 E3 T85

pre-travel max  3,4
over-travel min 1,0

additional printing packing: 409.40007 02

3.
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9855 PCB 0,45-1,05 like .9852 switch : G 04  µ
right socket and actuation cam
angled PA nature glass fibre reinforced (A3X2G5) packing: G 04 corresponds to: µ

          2(0,5)/250~ 50 E3 T85
          6(2)/250~    25 E3 T85

pre-travel max  3,4
over-travel min 1,0

additional printing packing: 409.40007 02

10

  product          kind of          actuating      S 
  No              terminals         force in N      F 

     basic type/page                                                                                                                                                                                  version                      basic type/page

1010/11 1010/11

MARQUARDT GMBH · D - 78604 RIETHEIM - WEILHEIM

tolerances to basic model

1010 1010

●

1.3.2006
Product list snap action switches 


	Description of basic version
	types and terminal versions
	.0101
	.1404
	.3001
	.4101
	.4502
	.4902
	.4941
	.4962
	.6002
	.7152
	.7302
	.7333
	,7401
	.7603
	.8502
	.9152
	.9705
	.9754
	.9852

