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1017/1 1017/1

open leaf switch
1-pole normally open
socket and actuation cam PA red glass fibre reinforced
fixed contact parts extrusion-coated
terminals silver-plated
solder 9,2 lg 45° angled

contact type:

life endurance mech: 1.000.000 pre-travel max  2,8
                       electr:     500.000 over-travel min 0,4
                                                                   
Ruhestellung = free position Anschlussbohrung = terminal hole

Schaltpunkt = operating position           Fixierbohrung = fixing hole
zul. Endstellung = total travel position allowed

µ

printed on packing:
0,1A 24V +++ T 85 µ
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remarks

Description of basic version

electrical rating and approval marks

printed (injected):

Product list snap action switches

not printed:

1017.0801

terminal versions

PCB- terminal left angled*
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zul. Endstellung

switching function

normally
open

solder terminal
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change over with OFF-
position in the middle

PCB- terminal left
angled without cam*

* seen right respectively left
from the terminal



0103 Y 2 x solder 9,2 C* without actuation cam switch: µ
1 x solder 6,5 O socket in special version packing: 0,5A 15V +++ T 85 µ

(47580) C contact pairing
CuBe silver-plated/CuZn silver-plated operating position max 4,2

 * with OFF-position in the middle total travel position allowed 0,5
Only replacement demand!

0153 solder 9,2 C* without actuation cam switch: µ
O socket in special version packing: 0,5A 15V 50 E 3 T 85 µ
C contacts gold-plated

operating position max 4,2
* with OFF-position in the middle total travel position allowed 0,5

0601 Y solder 9,2 0,15-0,50 without actuation cam free position min 4,5 pre-travel max  2,3
socket with 1 fixing hole ø 2,6 operating position 6,2 ± 0,6 over-travel min 0,9

(14013) and 1 hole alongside 2,6 x 3,0 total travel position allowed 7,7

0801  x solder 9,2 0,15-0,50

0851 solder 9,2 0,15-0,50 contact pairing switch: µ
Ag gold-plated/Ag gold-plated packing: 30mA 12V  +++ T 85 µ

1001 solder 9,2 0,10-0,50 without actuation cam free position min 4,4 pre-travel max  3,1
mobile contact part 16,5 lg operating position 6,9 ± 0,6 over-travel min 1,1
Only replacement demand! total travel position allowed 8,6

4401 Y PCB C* without actuation cam switch: µ
gerade O socket in special version packing: 0,5A 15V +++ T 85 µ

(47580) C black glass fibre reinforced
mobile contact part 17,5 long operating position max 4,2
contact pairing CuBe silver- total travel position allowed max 5,8 over-travel min 0,5
plated/CuSn silver-plated

 * with OFF-position  
   in the middle
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5501 PCB 0,15-0,50 without actuation cam
left socket black glass fibre reinforced
angled contact pairing CuSn silver-plated/

CuSn silver-plated free position min 1,9 pre-travel max  2,3
operating position 3,6 ± 0,6 over-travel min 0,9
total travel position allowed 5,1
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5701  x PCB 0,15-0,50 socket and actuation 
left cam black glass fibre
angled reinforced

contact pairing
CuSn silver-plated/
CuSn silver-plated
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Schaltpunkt

zul. Endstellung

  product          kind of          actuating      S 
  No              terminals         force in N      F 
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