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push-button switch

single pole normally closed

push button PA black glass fiber reinforced

Description of basic version

plug-in terminal

housing PA black glass fiber reinforced ultrasonic sealed > g’ - 13
contact pairing Ag/Ag El- 55
terminals silver-plated @ E 5 4
contact pairing: delamination contact = 3
life endurance mech: 100.000 over-travel min 2,5 0 3 M
electr: 20.000 pre-travel max 2,0 v e 7 ©
N
actuating force 6,00 N = 0,50 1115.2101 o
N
e 6.3-0.8
suitable for appliances 6 10
of protetcion class Il 25
electrical rating and approval marks switching function
printed: normally closed normally open  change-over
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1/6 hard paper 125-250V AC
not printed: ! 3 13
switching function
normally open change-over
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ﬁrgdum témn% faocrgfeafinorﬁl P |S= tolerances to basic model
0101 x | P-16,3(6,50+1,00 C ~ 16(2)/380~ T 85 u
0
C gg E 30 13
S| 2 22
8 2| 5 5 A
] um_ o
6 *ik 6.3-0.8
2101 x |P-16,3 (6,00+0,50
2120 P-16,3 (8,00+1,00 with additional resetting spring
2620 P-16,3 |6,00+0,50 like .2101
push button in special version
4101 x |P-16,3 [4,50+0,50 NG pre-travel max 3,45

over-travel min 2,30

‘ 18.15 2085 Schaltpunkt
zul. Endstellung

<16.25 Ruhestellung
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H T6.3-08
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4103 x |P-16,3 [7,00+1,00 S| like .4101
with additional resetting spring

4620 Y+|P-16,3 |7,00+1,00 S| like .4101
push button in special version
(79180) with additional resetting spring
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