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1670/1 1670/1 1670/1

push button switch illuminated                                                                                       

double pole ST-switch                                                                                                                       
oval push button PC transparent orange  
cover and housing PA black
socket PA nature glass fiber reinforced additional printing switch:
glow lamp and Rv for 230V~ production year/week
vulcanized rubber seal injected in cover according to DIN EN 60062
contact pairing Ag/Ag

contact type: snap-action contact

life endurance mech: 50.000                      dust and water proofed                                                                               
                       electr: 10.000                      (DIN 40050/IP 54)

suitable for appliances                                                                                                                            
of protection class II                                                                                         snap-on fixing for panel thicknesses of 0,80 ... 5,0 mm

16(4)/250~ T 85/55

The IP-protection class indicated in our documents refers to the operating side of the switch, if it is installed into the cu-
stomer appliance. The sealing between switch and appliance can be made by the circular seal of the operating cap. The in-
stallation into the customer appliance and the test for leaks are effected by the customer. Switches with damaged opera-
ting caps must be exchanged immediatly. 
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16.4

ST-switch with 
external lamp connection

1.3
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2.3 L1

L2

panel thickn length of cut-out width of cut-out

0,8 - 5,0 30,0 + 0,15 22,2 + 0,15

05



5201 P-I 6,3

5202 P-I 6,3 push button green 
glow lamp green luminous

5203 P-I 6,3 push button green 
glow lamp green luminous
glow lamp + Rv for 115-230V~

5204 P-I 6,3 push button white transparent

5302 Y+ P-I 6,3 push button green  marking black
glow lamp green luminous

(79579) cover blue additional printing switch + packing: 31 24 186

5303 Y+ P-I 6,3 push button green  marking black
glow lamp green luminous

(79579) cover blue additional printing switch + packing: 31 24 185

5304 P-I 6,3 push button white
2x marking black
P-I 4,8 external lamp connection P-I 4,8 chromated

5311 Y+ P-I 6,3 push button white 
2x marking black

(79579) P-I 4,8 cover blue
external lamp 
connection 
P-I 4,8 chromated

additional printing switch + packing: 31 24 128
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5312 Y+ P-I 6,3 push button white  marking black
2x cover blue

(79579) P-I 4,8 external lamp connection P-I 4,8 chromated additional printing switch + packing: 31 24 165

5313 Y+ P-I 6,3 push button white  marking black
2x cover blue

(79579) P-I 4,8 external lamp connection P-I 4,8 chromated additional printing switch + packing: 31 24 166

5314 Y+ P-I 6,3 push button white  marking black Only replacement demand!
2x cover blue

(79579) P-I 4,8 external lamp connection P-I 4,8 chromated additional printing switch + packing: 31 24 192

5315 Y+ P-I 6,3 push button white  marking black
2x cover blue

(79579) P-I 4,8 external lamp connection P-I 4,8 chromated additional printing switch + packing: 31 24 202
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