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1838/1 1838/1

rocker switches                                                                                        

single pole DT-switch
with AUS-Stellung in der Mitte                                                                                
rocker and housing PA white
contact pairing Ag/Cu silver-plated
terminals silver-plated

contact type: delamination contact

life endurance mech: 50.000 additional marking switch: production year/month
                       electr: 10.000 according to DIN EN 60062

suitable for appliances                                                                                                                                  
of protection class II                                                           1a  1   1b                 snap-on fixing for panel thicknesses of 0,75 ... 3,0 mm

6(4)/250~  T 105/55                                 
6A 125-250V AC 1/8 HP       R 58  � �
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remarks

Description of basic version

electrical rating and approval marks

printed (injected):

Product list appliance switches

1838.3501

type and terminal versions:

solder terminal
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switching function

plug-in terminal 6,3
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plug-in terminal 4,8
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design frame 
plug-in terminal 6,3 
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with OFF-position in middle

                          momentary          momentary
                           one-sided              bilateral

1

1a 1b

panel thickn length of cut-out width of cut-out

0,75 - 1,25

1,25 - 2

30 - 0,1

30,2 - 01

11 + 0,1

11 + 0,1

2 - 3 30,6 - 01 11 + 0,1
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0305 solder * rocker and housing
black 16(4)/250~ T 105/55                              
contact pairing Ag/Ag 16A 125-250V AC
*momentary bilateral 1/3 HP 125V AC               R 135  � �

1/2 HP 250V AC
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0802 Y+ solder rocker  in special version grey without power and type marking
housing grey

(Chang) additional marking switch: production year/week
according to DIN EN 60062

R3.2R3.
2R35

1402  x P-I 4,8 * rocker and housing black

 *momentary bilateral
1

1a 1b

1502  x P-I 4,8 rocker and housing 
black
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1509  x P-I 4,8 rocker and housing black
marking white

1513  P-I 4,8 marking black additional marking packing: 1800066A

1602  x P-I 4,8 * rocker and housing black

 *momentary one-sided
1/1b

1

1a 1b

1801 Y+ P-I 4,8 rocker in special version black without power and type marking
housing black

(14739) frame with roughness additional marking switch: production year/week
(47580) according to VW-Standard according to DIN EN 60062

Narbung 31 (VW specific finish)  additional marking packing: 134 317-00
                                             1371.1.010

R 3.2

R
 35

R 3.2

1802 Y+ P-I 4,8 like .1801 without power and type marking
rocker and housing grey (824 163) additional marking switch: production year/week

(47580) according to DIN EN 60062
Only replacement demand! additional marking packing: 134 317-01

1805 Y+ P-I 4,8 like .1801 without power and type marking
rocker and housing grey (beaver) additional marking switch: production year/week

(14739) (814 138) according to DIN EN 60062
(20973) additional marking packing: 134 317-05
(10069) Only replacement demand!                                              1371.1.050
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1806 Y+ P-I 4,8 like .1801 without power and type marking
rocker and housing grey blue additional marking switch: production year/week

(14739) (824 162) according to DIN EN 60062
(20973) additional marking packing: 134 317-06 
(10069) Only replacement demand!                                              1371.1.040

1807 Y+ P-I 4,8 like .1801 without power and type marking
rocker and housing pearl grey additional marking switch: production year/week

(14739) (824 083) according to DIN EN 60062
(10069) additional marking packing: 1371.1.060

Only replacement demand!                                              134 317-09

1808 Y+ P-I 4,8 like .1801 without power and type marking
rocker and housing light beige additional marking switch: production year/week

(20973) (824 208) according to DIN EN 60062
(10069) Only replacement demand! additional marking packing: 1371.1.070

                                             134 317 - 11

3402  x P-I 6,3 * rocker and housing
black

 *momentary 
   bilateral
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3412 P-I 6,3 * rocker and housing black
contact pairing Ag/Ag 16(4)/250~  T 105 /55                  

16A 125 - 250V AC
 *momentary bilateral 1/3 HP 125V AC     R 135  � �

1/2 HP 250V AC

05

3502  x P-I 6,3 rocker and housing black

3503  P-I 6,3 rocker and housing black
marking white

3512 P-I 6,3 rocker and housing black
contact pairing Ag/Ag 16(4)/250~  T 105 /55                  

16A 125 - 250V AC
1/3 HP 125V AC     R 135  � �
1/2 HP 250V AC

05
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3603 P-I 6,3 * rocker and housing black Do not offer any more!
marking white

 *momentary one-sided

3701 Y+ P-I 6,3 rocker special version black without power and type marking
housing black

(10069) frame with roughness additional marking switch: production year/week
(47580) according to VW-Standard according to DIN EN 60062

Narbung 31 (VW specific finish) additional marking packing: 138 753 - 00

R
35R3.2 R3.2

4307  P-I 2,8 * rocker and housing 
black
marking white

* momentary 
   one-sided
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7203 Y PCB design frame
rocker and housing 
black

(86100) marking white

 *momentary 
  one-sided
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8102  x P-I 6,3 design frame
rocker and housing 
black

11.433.2
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8104 P-I 6,3 design frame Do not offer any more!
rocker and housing black additional marking packing: 700 342

8106  P-I 6,3 design frame without power and type marking
rocker and housing black
marking white
with cutting contacts

8302  x P-I 6,3 * design frame
rocker and housing black

 *momentary bilateral 1

1a 1b
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