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Terminal Blocks For PC-Boards - Machined Type Insert
Front Wire Inlet - Screw On Top

- "
Series: 305 Spacing 5mm or 10mm
Technical D. S~
Matarials ook
30502111

*Contact: Brass (Cu Zn)

[metal housing) CuNi, Tin Plate

*Terminal screw: Steel galvanized

& Chromatized

*Wire Guard Cusné

*Surface

of Solder Tall: Tin Plated

sinsulator Body Poly Butylene

{housing) Terephthlene

PET (30% Glass Filled}
(UL94Vv-0)
Electrical

sCurrent rating: 16Amp 060.024" nxSinw 187"
*Resistance toTracking: 5M ohm | 5/.197 9/.354"
*Diglectric Strength: 2500V I
sInsulation Withstanding

Voltage: AC 1500%/Min F
*RatedVoltage: 2507 E
*Rated Cross scetion 2.5mm’* =
*Rated Cross range

With wire guard: 2.5mm? E

Without Wire gua[l;l 4.0mm o " =] 130,68/ 39", 024"
SWG 2214 25/0087 | JenxSind)xaf 2 ot
«Stripping Length 4.5 - Smm z .97

#1.8/.071"
Mechanical 1
*Operating Temp: -30°C +120°C = E,:::.,-_ ;1,.1:;& E?I::,m
*Short time Peak Temp  +200°max ] g = Number of contacts
¥ ! ** Tor avoid
of terminal-Block spacing: Limit the number of
All Specifications can change withaut notice EXnct b Rt i e Cottacta par ke

How To Order

=1 3J Jt_

Series No. No. of Pole Pitch Wire Guard Color
[1[8mm | [1]with 1] Gre
Z[10mm | [Z]Without | T'B'ﬁg_
FK technics, spol. s r.o. tel.: +420-222 712 421
Konévova 1883/62 fax: +420-222 591 593

130 00 Praha 3 — Zizkov e-ail: fkt@fkt.cz

www.fkt.cz



