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soucastky, elektronika

NEON LAMP TYPES
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DIAMENTION | LAMP CURRENT MAXIMUM SERIES RESISTOR VALUE BRIGHTNESS
DIA LENGTH | TYPE MA STARTING VOLTAGE | 110/130Vv  220/250V
AC DC
4X10MM | 4100sB | 04 65 9% 180K 14W 300K 1/4W STANDARD
41030HB | 0.8 95 135 68K 1/4W 180K 1/4W HIGH
41030GB | 0.8 95 135 68K 1/4W 180K 1/4W GREEN
FIG. 11-55
SX12MM | S12/30sB | 0.3 65 90 150K 1/4W 270K 1/4W STANDARD
512/30HB | 0.90 95 135 47K 14W 150K 1/4W HIGH
51213068 | 0.9 47K 14W 150K 1/4W GREEN
B0 120
FIG. 11-56
6X13MM | 6133088 | 04 65 90 150K 1/4W 270K 1/4W STANDARD
613/30HB | 0.8 95 135 47K 14W 150K 1/4W HIGH
613/30GB | 0.8 95 135 47K 14W 150K 1/4W GREEN
FIG. I1-57
6X16MM | 6163058 | 06 65 90 100K 14W 220K 1/4W STANDARD
616/30HB | 1.2 95 135 3K 14W 100K 1/4W HIGH
616/30GB | 1.2 95 135 33K 14W 100K 1/4W GREEN
FIG. II-58
6X18M | 6183088 | 06 65 90 82/100K 1/4W  180/220K 1/4W STANDARD
618/30HB | 1.7 95 135 22/33K 1/4W  82/100K 1/4W HIGH
618/30GB | 1.7 80 120 22/33K 1/4W  82/100K 1/4W GREEN
FIG. 11-59
NEON LAMP ASSEMBLY
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Note: * Neon lamp assembly only available as per customer’s specification.
* Welded or crimped metods are available for the neon lamps with attached resistors



