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Kondenzátory

Foliové kondenzátory MKT R60 63V .. 630V, 10%, RM 10-15

Obj.č. TYP B [mm] H [mm] L [mm] Min.ks Cena Popis
1509892 C0.047V630R15 5,0 11,0 18,0 25 3,45 0,047uF / 630V / RM15
1503141 C0.1V250R10 4,0 9,0 13,0 25 2,60 0,1uF / 250V / RM10
1503142 C0.1V400R15 5,0 11,0 18,0 25 3,32 0,1uF / 400V / RM15
1509893 C0.1V630R15 7,5 13,5 18,0 25 1,45 0,1uF / 630V / RM15
1503143 C0.22V160R10 4,0 9,0 13,0 25 3,37 0,22uF / 160V / RM10
1503144 C0.47V63R10 4,0 9,0 13,0 25 3,97 0,47uF / 63V / RM10
1522065 C0,47V100R10 5,0 11,0 13,0 25 3,47 0,47uF / 100V / RM10
1503145 C1.0V63R10 5,0 11,0 13,0 25 5,40 1,0uF / 63V / RM10
1522066 C1,0V100R15 5,0 11,0 18,0 25 6,37 1,0uF / 100V / RM15
1522067 C1,0V250R15 8,5 14,5 18,0 25 7,22 1,0uF / 250V / RM15
1503146 C2.2V100R15 8,5 14,5 18,0 25 8,77 2,2uF / 100V / RM15

Technické parametry
Jmenovité napětí 250V
Testovací napětí 1,6×UN
Tolerance +/-10%
Rozsah pracovních teplot -55..+100°C

Obj.č. Typ Min.ks Cena Popis
1528636 MKS4N010K250-10 100 3,30 MKT 10nF 250V 10% RM10
1528635 MKS4N010K250-7 100 3,30 MKT 10nF 250V 10% RM7,5
1528638 MKS4N015K250-10 100 3,30 MKT 15nF 250V 10% RM10
1528637 MKS4N015K250-7 100 3,30 MKT 15nF 250V 10% RM7,5
1528640 MKS4N022K250-10 100 3,30 MKT 22nF 250V 10% RM10
1528639 MKS4N022K250-7 100 3,30 MKT 22nF 250V 10% RM7,5
1528642 MKS4N033K250-10 100 3,30 MKT 33nF 250V 10% RM10
1528641 MKS4N033K250-7 100 3,30 MKT 33nF 250V 10% RM7,5
1528644 MKS4N047K250-10 100 3,30 MKT 47nF 250V 10% RM10
1528643 MKS4N047K250-7 100 3,30 MKT 47nF 250V 10% RM7,5
1528645 MKS4N068K250-7 100 3,30 MKT 68nF 250V 10% RM7,5
1528647 MKS4N100K250-10 100 3,50 MKT 100nF 250V 10% RM10
1528646 MKS4N100K250-7 100 3,30 MKT 100nF 250V 10% RM7,5
1528649 MKS4N150K250-10 100 3,67 MKT 150nF 250V 10% RM10
1528648 MKS4N150K250-7 100 3,75 MKT 150nF 250V 10% RM7,5
1528651 MKS4N220K250-10 100 4,25 MKT 220nF 250V 10% RM10
1528650 MKS4N220K250-7 100 4,70 MKT 220nF 250V 10% RM7,5
1528652 MKS4N330K250-7 100 5,37 MKT 330nF 250V 10% RM7,5
1528653 MKS4N470K250-15 100 6,22 MKT 470nF 250V 10% RM15
1528654 MKS4N680K250-15 100 7,47 MKT 680nF 250V 10% RM15
1528660 MKS4U010K250-27 100 66,97 MKT 10uF 250V 10% RM27,5
1528655 MKS4U1,0K250-15 100 9,15 MKT 1,0uF 250V 10% RM15
1528656 MKS4U1,5K250-22 100 14,24 MKT 1,5uF 250V 10% RM22,5
1529609 MKS4U2,2K250-22 100 19,29 MKT 2,2uF 250V 10% RM22,5
1528658 MKS4U4,7K250-27 100 31,39 MKT 4,7uF 250V 10% RM27,5
1528659 MKS4U6,8K250-27 100 43,48 MKT 6,8uF 250V 10% RM27,5

Technické parametry
Tolerance ±10%
Pracovní napětí 63V…630V
Teplotní rozsah -55°C…+105°C
Minimální odběr 25ks

Foliové kondenzátory MKT R60 63V .. 630V, 10%, RM 22,5-37,5

Obj.č. TYP B [mm] H [mm] L [mm] Min.ks Cena Popis
1522068 C1,0V400R27 9,0 17,0 32,0 10 11,60 1,0uF / 400V / RM27,5
1522069 C2,2V250R27 7,0 16,0 26,5 10 13,74 2,2uF / 250V / RM27,5
1503147 C3.3V100R22 7,0 16,0 26,5 10 13,82 3,3uF / 100V / RM22,5
1503148 C4.7V63R22 9,0 17,0 32,0 10 19,07 4,7uF / 63V / RM22,5
1503149 C4.7V100R27 9,0 17,0 32,0 10 18,12 4,7uF / 100V / RM27,5
1503150 C6.8V100R27 11,0 20,0 32,0 10 20,87 6,8uF / 100V / RM27,5
1503151 C10V100R27 11,0 20,0 32,0 10 27,19 10uF / 100V / RM27,5
1522070 C22V63R27 13,0 22,0 32,0 480 69,97 22uF / 63V / RM27,5

Technické parametry
Tolerance ±10%
Pracovní napětí 63V…630V
Teplotní rozsah -55°C…+105°C

Kondenzátory foliové MKT MKS4, 250V, 10%, RM 7,5-27,5


