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Transformátory

Síťové transformátory HAHN 6VA, typ BV EI 422 …

Síťové transformátory HAHN 8VA, typ BV EI 481 …

Síťové transformátory HAHN 10VA, typ BV EI 481 …

Máte dotaz? Kontaktujte Vašeho prodejce! Tel.: 222 712 421

Velkoobchod

Technické parametry
Primární napětí 230V
Frekvence 50Hz
Výkon 6VA
Teplotní třída ta70°C/B
Řada BV EI 422 ….
Minimální odběr 40ks

Obj.č TYP U
P
 [V] Piny U

SN
 [V] I

N
 [mA] U

S0
 [V] Piny Cena

7735162 BV EI 422 1218 1×230 1-5 1×6 1×1000 1×8,7 7-9 87,98 
7735164 BV EI 422 1220 1×230 1-5 1×7,5 1×800 1×10,9 7-9 87,98 
7735166 BV EI 422 1222 1×230 1-5 1×9 1×667 1×13,0 7-9 87,98 
7735168 BV EI 422 1224 1×230 1-5 1×12 1×500 1×16,7 7-9 87,98 
7735170 BV EI 422 1226 1×230 1-5 1×15 1×400 1×20,2 7-9 87,98 
7735172 BV EI 422 1228 1×230 1-5 1×18 1×334 1×24,6 7-9 87,98 
7735174 BV EI 422 1230 1×230 1-5 1×24 1×250 1×30,8 7-9 87,98 
7735163 BV EI 422 1219 1×230 1-5 2×6 2×500 2×8,7 6-7 / 9-10 98,50 
7735165 BV EI 422 1221 1×230 1-5 2×7,5 2×400 2×10,9 6-7 / 9-10 98,50 
7735167 BV EI 422 1223 1×230 1-5 2×9 2×334 2×13,0 6-7 / 9-10 98,50 
7735169 BV EI 422 1225 1×230 1-5 2×12 2×250 2×16,7 6-7 / 9-10 98,50 
7735171 BV EI 422 1227 1×230 1-5 2×15 2×200 2×20,6 6-7 / 9-10 98,50 
7735173 BV EI 422 1229 1×230 1-5 2×18 2×167 2×24,6 6-7 / 9-10 98,50 
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Dimensions without tolerances ± 0.3 mm, 
Rights to make alterations and improvements hereby reserved

View looking onto pins

Type ‘K’ cast housing with 2 fixing straps

Soldering pin 0.6 x 0.8
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Dimensions without tolerances ± 0.3 mm, 
Rights to make alterations and improvements hereby reserved

View looking onto pins

Type ‘K’ cast housing with 2 fixing straps

Soldering post 1.1 x 0.5/
Round pin ø 0.8 mm
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Dimensions without tolerances ± 0.3 mm, 
Rights to make alterations and improvements hereby reserved

View looking onto pins

Type ‘K’ cast housing with 2 fixing straps

Soldering post 1.1 x 0.5/
Round pin ø 0.8 mm
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Dimensions without tolerances ± 0.3 mm, 
Rights to make alterations and improvements hereby reserved

View looking onto pins

Type ‘K’ cast housing with 2 fixing straps

Soldering post 1.1 x 0.5/
Round pin ø 0.8 mm
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Dimensions without tolerances ± 0.3 mm, 
Rights to make alterations and improvements hereby reserved

View looking onto pins

Type ‘K’ cast housing with 2 fixing straps

Soldering post 1.1 x 0.5/
Round pin ø 0.8 mm

Technické parametry
Primární napětí 230V
Frekvence 50Hz
Výkon 8VA
Teplotní třída ta70°C/B
Řada BV EI 481 ….
Minimální odběr 24ks

Obj.č TYP U
P
 [V] Piny U

SN
 [V] I

N
 [mA] U

S0
 [V] Piny Cena

7735035 BV EI 481 0182 1×230 1-6 1×7,5 1×1070 1×9,9 8-11 100,71 
7735041 BV EI 481 0120 1×230 1-6 2×15 2×250 2×18,6 7-8 / 11-12 115,10 
7735043 BV EI 481 0192 1×230 1-6 2×18 2×222 2×22,3 7-8 / 11-12 115,10 

Technické parametry
Primární napětí 230V
Frekvence 50Hz
Výkon 10VA
Teplotní třída ta70°C/B
Řada BV EI 481 ….
Minimální odběr 24ks

Obj.č TYP U
P
 [V] Piny U

SN
 [V] I

N
 [mA] U

S0
 [V] Piny Cena

7735175 BV EI 481 1142 1×230 1-6 1×6 1×1667 1×7,6 8-11 100,71 
7735177 BV EI 481 1182 1×230 1-6 1×7,5 1×1333 1×9,8 8-11 100,71 
7735179 BV EI 481 1167 1×230 1-6 1×9 1×1111 1×11,5 8-11 100,71 
7735181 BV EI 481 1172 1×230 1-6 1×12 1×833 1×15,5 8-11 100,71 
7735183 BV EI 481 1184 1×230 1-6 1×15 1×667 1×18,6 8-11 100,71 
7735185 BV EI 481 1185 1×230 1-6 1×18 1×556 1×22,3 8-11 100,71 
7735187 BV EI 481 1186 1×230 1-6 1×24 1×416 1×28,7 8-11 100,71 
7735176 BV EI 481 1134 1×230 1-6 2×6 2×833 2×7,6 7-8 / 11-12 115,10 
7735178 BV EI 481 1188 1×230 1-6 2×7,5 2×667 2×9,8 7-8 / 11-12 115,10 
7735180 BV EI 481 1118 1×230 1-6 2×9 2×556 2×11,5 7-8 / 11-12 115,10 
7735182 BV EI 481 1119 1×230 1-6 2×12 2×417 2×15,3 7-8 / 11-12 115,10 
7735184 BV EI 481 1120 1×230 1-6 2×15 2×333 2×18,6 7-8 / 11-12 115,10 
7735186 BV EI 481 1192 1×230 1-6 2×18 2×278 2×22,3 7-8 / 11-12 115,10 


