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Krystaly

Kryslaly hodinkové

Technické parametry
Rozsah hodnot 32 768Hz
Budicí výkon 1µW max.
Stárnutí ±3ppm/rok
Rozsah pracovních teplot -10°C .. +60°C

Obj.č. TYP L1 [mm] L2 [mm] D1 [mm] D2 [mm] B [mm] Min.ks Cena Popis
1503412 Q32.768KHZ-2X6 6,0 4,0 2,0 0,2 0,7 10 7,80 32,768kHz / 2x6 mm / 15ppm
1503413 Q32.768KHZ 8,0 9,0 3,0 0,3 1,1 10 5,00 32,768kHz / 3x8 mm / 10ppm

Obj.č. Typ C [pF] RESR [Ω] Min.ks Cena Popis
1509322 QMIM4.000MHZ-SMD 16 150 5 45,48 SMD-krystal 4.000.000Hz
1509323 QMIM4.915MHZ-SMD 16 150 5 40,98 SMD-krystal 4.915.200Hz
1527402 QMIM6.000MHZ-SMD 16 80 5 23,99 SMD-krystal 6.000.000Hz
1509324 QMIM8.000MHZ-SMD 16 80 5 19,49 SMD-krystal 8.000.000Hz
1509325 QMIM10.000MHZ-SMD 16 60 5 20,24 SMD-krystal 10.000.000Hz
1509326 QMIM11.059MHZ-SMD 16 60 5 19,49 SMD-krystal 11.059.200Hz
1509327 QMIM12.000MHZ-SMD 16 50 5 19,49 SMD-krystal 12.000.000Hz
1509329 QMIM16.000MHZ-SMD 16 40 5 20,24 SMD-krystal 16.000.000Hz
1509330 QMIM24.000MHZ-SMD 16 40 5 21,99 SMD-krystal 24.000.000Hz
1509332 QMIM40.000MHZ-SMD 16 80 5 4,00 SMD-krystal 40.000.000Hz 3rd

Krystaly hodinkové - SMD

MC-306 

Metal may be exposed on the top or bottom of this product.  
This will not affect any quality, reliability or electrical spec. 

Do not connect #2 and #3 to external device. 
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MC-306 

Metal may be exposed on the top or bottom of this product.  
This will not affect any quality, reliability or electrical spec. 

Do not connect #2 and #3 to external device. 

Internal connection
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Technické parametry
Rozsah hodnot 32768Hz
Paralelní kapacita (max.) 0,85pF
Tolerance ±20ppm
Budicí výkon 1µV
Stárnutí ±3ppm/rok
Rozsah pracovních teplot -40°C .. +85°C

Obj.č. Typ Min.ks Cena Popis
1509333 Q32.768KHZ-SMD 10 15,59 Hodin. krystal 32,768kHz 20ppm SMD
1524437 MC306-32,768 10 9,45 Hodin. krystal 32,768kHz 20ppm SMD

Krystalové oscilátory DIL

Krystalové oscilátory v plastovém pouzdru DIL8

Krystalové oscilátory v kovovém pouzdru DIL14
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Obj.č. Typ Min.ks Cena popis
1503435 Q1.843-DIL08 5 48,98 Oscilátor 1,8432MHz DIL8 CMOS/TTL
1503437 Q4.000-DIL08 5 46,98 Oscilátor 4MHz DIL8 CMOS/TTL
1503438 Q8.000-DIL08 5 46,98 Oscilátor 8MHz DIL8 CMOS/TTL
1503439 Q10.000-DIL08 5 47,98 Oscilátor 10MHz DIL8 CMOS/TTL
1503440 Q16.000-DIL08 5 43,98 Oscilátor 16MHz DIL8 CMOS/TTL
1503442 Q30.000-DIL08 5 51,98 Oscilátor 30MHz DIL8 CMOS
1503443 Q40.000-DIL08 5 46,98 Oscilátor 40MHz DIL8 CMOS
1503444 Q48.000-DIL08 5 43,98 Oscilátor 48MHz DIL8 CMOS

Obj.č. Typ Min.ks Cena Popis
1503446 Q1.843-DIL14M 5 34,99 Oscilátor 1,8432MHz DIL14 CMOS/TTL
1503452 Q10.000-DIL14M 5 34,99 Oscilátor 10MHz DIL14 CMOS/TTL
1507428 Q12.000-DIL14M 5 34,99 Oscilátor 12MHz DIL14 CMOS/TTL
1503454 Q16.000-DIL14M 5 34,99 Oscilátor 16MHz DIL14 CMOS/TTL
1503447 Q2.457-DIL14M 5 34,99 Oscilátor 2,4576MHz DIL14 CMOS/TTL
1503456 Q20.000-DIL14M 5 34,99 Oscilátor 20MHz DIL14 CMOS/TTL
1503457 Q24.000-DIL14M 5 34,99 Oscilátor 24MHz DIL14 CMOS/TTL
1503460 Q40.000-DIL14M 5 34,99 Oscilátor 40MHz DIL14 CMOS/TTL
1503448 Q4.000-DIL14M 5 34,99 Oscilátor 4MHz DIL14 CMOS/TTL
1503462 Q50.000-DIL14M 5 34,99 Oscilátor 50MHz DIL14 CMOS/TTL
1503451 Q8.000-DIL14M 5 34,99 Oscilátor 8MHz DIL14 CMOS/TTL


