
 

Katalogový list  
 
Rezistory RKB _G 

Features 

 
  
Resistance Value: Row E12, Expanded
Resistance Tolerance: ±5%

 
Technical Specifications 

 
  
Power Rating (70°C): 0,25W
Operating Voltage: 250V
Short Term Operating Voltage: 500V
Insulation Resistance: 1010Ω
Temperature Range: -55...+155°C

 
 
  

 
RKB_G Abmessungen RKB_ 

 
Abmessungen 
KSB000G 

Leistungsverhalten 
(CR25) 

      
      
      
      
       
  

 

Temperature Cycling: ±0,5%
Moisture Resistance: ±3,0%
Load Life Resistance Change: ±2,5%
Short-Time Overload: ±0,5%
Terminal Strength: ±0,3% or 0,5Ω
Soldering: ±0,5% or 0,5Ω
Shock/Vibration: ±0,5% or 0,5Ω

 
Marking 
IEC colour code, 4 rings 

 
KSB000G 
Jumper Wire 

 
Features 
Tin-coated section copper wires, Ø0,6mm, 52mm long, taped 

 
Applications 
• To connect wire links which can be soldered between two points on a 
PC board.  
• Arbitrary pitch selection. 

 
RKBE000G 
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Resistance Range: <0,01Ω

 
Application 
As a jumper 

 
Marking 
Resistor element : red/brown varnish coat, 1 black ring 
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