
USE OF L- AND T - ACCESSORIES  ▼

Red line indicates ground

Global Base

The Global base lighting tracks are

designed for easy surface mounting

on ceilings and walls, or recessed

mountin on suspended ceilings.

All installation and cabeling must be

done by a professional electrician.

The track may be installed in dry,

not fire hazardous premises.

1-circuit lighting tracks
L1 + neutral + earth  16A / 250V

• The tracks are supplied complete with
punched fastening holes

• Tracks can be cut at the installation site

• The tracks can also be custumized in
different lenghts and bends

• The recommended fastening distance is
1= 1000 mm

Tracks lenght in mm.

GB 2100 1000

GB 2200 2000

GB 2300 3000

GB 2400 4000

Recessed tracks
lenght in mm.

GBF 2100 1000

GBF 2200 2000

GBF 2300 3000

GBF 2400 4000

Available colours:
• 1 natural anodised aluminium

• 2 black, RAL 9005

• 3 white, RAL 9010

1-CIRCUIT LIGHTING TRACK STSTEM   ▼

GB GBF

CONNECTION   ▼

I-shape.

GB 11

GB 14

GB 41

GB 41

GB 21

GB 12

GB 34

GB 38

GB 35

GB 24

GB 66

GB 2100
GB 2200
GB 2300
GB 2400

GBF 2100
GBF 2200
GBF 2300
GBF 2400

GB 36
GB 37
GB 39
GB 40



Mounting accessories
GBS 33 Suspension clamp M6

F max 200N (colour:9)
GBS 18 Support M6

F max 200N (9)
SP R6 Rod suspension set M6

lenght 1000 mm
F max 200N (2,3)

SP W1 Wire suspension set terminalM6
lenght 1500 mm F max 150N (2,3)

SKB 40 Height adjusting sleeve M6
F max 200N (1)

Adapter
GB 66
rated values 6A, 250 V
Protection class I
Pull streght 50 N
Torque max 2,5 Nm
Slot connection for standard wires 0,5 - 1.0 mm

Available colours:
• 2 black, RAL 9005
• 3 white, RAL 9010

Nipples

GA 57/10-2 plastic, black
GA 57/10-3 plastic, white
GA 57/10-9 aluminium, bright
Rotating M 10 x 1
thread lenght 10 mm

OPENING THE ACCESSORY COVER   ▼

with snap in technique is easy

MOUNTING ACCESSORIES   ▼

Turn the lever left
or right

GA 57/10-2
GA 57/10-3

GA 57/10-9

GB 66

SP R6
SP W1

GBS 33

GBS 18

SKB 40

Global Base



E X A M P L E  1   ▼

I-shape.

Global Trac Technic

XTS 34 XTS 40 XTS 37 XTS 34

XTS 40

XTS 38 XTS 38

XTS 37

XTS 34 XTS 37 XTS 40 XTS 34

E X A M P L E  6   ▼

Grid, ridge on inside of loop

XTS 35 XTS 36 XTS 39 XTS 35

XTS 36

XTS 38 XTS 38

XTS 39

XTS 35 XTS 39 XTS 36 XTS 35

E X A M P L E  4   ▼

T-shape, ridge on outside

E X A M P L E  5   ▼

T-shape, ridge on inside

XTS 35 XTS 36 XTS 39 XTS 35

XTS 35 XTS 38 XTS 38 XTS 35

XTS 35 XTS 35

XTS 34 XTS 37 XTS 40 XTS 34

XTS 34 XTS 38 XTS 38 XTS 34

XTS 34 XTS 34

E X A M P L E  2   ▼

L-shape, ridge on outside

E X A M P L E  3   ▼

L-shape, ridge on inside

XTS 34 XTS 34

XTS 34 XTS 34

XTS 34XTS 35

XTS 35 XTS 35

XTS 35 XTS 35

XTS 35XTS 34

All installation and cabeling must be done
by a professional electrician. The track may
be installed in dry,
not fire hazardous premises.
The track must be installed at least
2.200mm above the ground. If it is
mounted in a sealed room – shopwindow
or similar – it can be installed lower, still at
least 50 mm above the ground.

32,5

31,5Ridge

Phase 1 (L1)

Neutral (N)

Phase 2 (L2)

Phase 3 (L3)

XTS 11 XTS 12

Installing and Projecting

The Global Trac is delivered with fastening holes.

Recommended fastening distance L = 1.000mm

Beneath seven examples how to project a Global Trac system. The
pictures show the tracks from the adapter side.

NOTE
The ridge of the track follows the earth continuity and is marked
with a blue line.

XTS 11

XTS 38

XTS 41

XTS 41
XTS 12

E X A M P L E  7   ▼

Grid, ridge on outside of loop

Ground

Global Pro



Tracks

XTS 34  –  LEFT

95703436 White
95703429 Black

XTS 35  –  RIGHT

95703536 White
95703529 Black

XTS 36

95703636 Wh.
95703629 Black

XTS 37

95703736 White
95703729 Black

XTS 39

95703936 White
95703929 Black

XTS 40

95704036 White
95704029 Black

E N D  C A P    ▼

XTS 41

95704136 White
95704129 Black

XTS 38

95703836 White
95703829 Black

T - C O N N E C T O R    ▼ X - C O N N E C T O R    ▼L - C O N N E C T O R    ▼

F L E X I B L E  C O R N E R  C O N N E C T O R  ▼ ADJUSTABLE CORNER CONNECTOR ▼C O N N E C T O R    ▼

XTS 21

95702136 White
95702129 Black

XTS 24

95702436 White
95702429 Black

XTS 23

95702336 White
95702329 Black

Connectors

S T A N D A R D  T R A C K S    ▼ R E C E S S E D  T R A C K S    ▼

XTS 4100 L = 1.000 mm

95041011 Alu
95041036 White
95041029 Black

XTS 4200 L = 2.000 mm

95042011 Alu
95042036 White
95042029 Black

XTS 4300 L = 3.000 mm

95043011 Alu
95043036 White
95043029 Black

XTS 4400 L = 4.000 mm

95044011 Alu
95044036 White
95044029 Black

XTSF 4100, L = 1.000 mm

95051011 Alu
95051036 White
95051029 Black

XTSF 4200, L = 2.000 mm

95052011 Alu
95052036 White
95052029 Black

XTSF 4300, L = 3.000 mm

95053011 Alu
95053036 White
95053029 Black

XTSF 4400 L = 4.000 mm

95054011 Alu
95054036 White
95054029 Black

E N D  F E E D    ▼

XTS 11

95701136 White
95701129 Black

Feeds

1006666

175

±180° ±130°

160

±90°

100x100

100 66
66

66

E N D  F E E D ,  M I R R O R   I M A G E    ▼

XTS 12

95701236 White
95701229 Black

M I D D L E  F E E D    ▼

XTS 14

95701436 White
95701429 Black

Global Pro



Suspension Parts
SP 4P Point clamp suspension

F max 200N
SP 4E End feed suspension

F max 100N
SP 4I Middle feed suspension

F max 200N
SP 4L L-feed suspension

F max 100N
SP 4T T-feed suspension

F max 200N
SP 4X X-feed suspension

F max 200N

Suspension Devices
SP C16 Conduit suspension set

ø 16 mm, lenght 1000 mm
F max 200N

SP R6 Rod suspension set M6
lenght 1000 mm
F max 200N

SP W1 Wire suspension set
Terminal M6,
lenght 1500 mm
F max 150N

Available colours:
• 2 black, RAL 9005
• 3 white, RAL 9010

Global Pro

SP 4P SP 4E

SP 4I

SP 4L

SP 4T SP 4X

SP C16 SP R6 SP W1



Mounting accessories
SKB 12 Ceiling clamp M6

(colours:1,2,3)
SKB 16 Suspension clamp (1,3)
SKB 18 Support (1,3)

SKB 21 Wall bracket (1)
SKB 23 Wall bracket (1)
SKB 40 Height adjusting sleeve

M6 (1)

Other components
XTSV 12 Bending tool
XTSP 11 Cover strip, lenght 3m (3)
XTAK 14 Hook base (3)

F max 100N
XTAK 11 Hook (1)
XTSF 40 Outlet cover plate (3)

For recessed tracks

XTSF 10 Cover plate for feeds (2,3)
XTSF 10 Cover plate for connectors (2,3)

Clamps for fluorescent fitting to track

XTAO 16 Clamp (1)
F max 120N

XTSK 17 Clamp (3)
pull strenght 100N
torque max 2,5N

Colour code:
• 1 natural anodised aluminium
• 2 black, RAL 9005

         • 3 white, RAL 9010

Global Pro

SKB 12 SKB 16

SKB 18 SKB 21

SKB 23 SKB 40

XTSV 12 XTSP 11

XTSF 10 XTSF 30

XTSF 40 XTAC 14XTAO 16

XTSK 17 XTAC 11


