SERIES 6450 - KEY SWITCHES

TO 100 mA 28V

PRODUCT FEATURES

¢ Single-pole normally open contact with key cap

+ Narrow design with proven switching principle
of series 6425

+ Pleasant actuating characteristic and low
actuation noise

¢ Low bounce time
¢ Long life endurance
¢ Standard with gold-plated contacts

Contact resistance (new condition) = <250 mOhm
Insulation resistance (new condition)| > 100 MOhm

Contact material | Au
Contact distance | <3mm
Bounce time | <5ms
Ambient temperature | 20°C ... +80°C
Material actuator PA
housing PBTP
connections tinned
Connection type | PCB terminal
Mechanical life endurance ' 1E6at 10 mA 12V

ON REQUEST

¢ Other key cap colors
¢ Labeled key cap
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TACT AND KEY SWITCHES

SERIES 6450 - KEY SWITCHES

TO 100 mA 28V

Actuator color / printing
100 mA 28V

Operating force in N

Total travel / stroke in mm

Basic type 6450
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6450.0001 I ® 0.7 16 gray )
6450.0003 I ) 0.7 1.6 dark gray )
6450.0005 I ® 0.7 1.6 anthracite similar to RAL 9011 ®
6450.0006 n ) 0.7 1.6 red similar to RAL 3013 ®
6450.0007 @ ® 0.7 16 yellow similar to RAL 1012 )
6450.0008 n o 07 16 green similarto RAL 6001 o
6450.0009 n ) 0.7 1.6 blue similar to RAL 5019 ®
Narrow key switch with integrated key
— cap
15.5 ) 1-1.5
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" [ /, I The key base can be snapped into
. NI ) By S )ﬁ/ a 1.2 mm thick frame with a cut-out
| 013
o7 2 T T e of 11 x 13.55 mm.

Further information under

WWW.MARQUARDT.DE
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